
 
 

 
 

ASP Triad LED  

 
Description 
WEIGHT 5.4 ounces w/ battery 
DIMENSIONS 5.5”  

CONTROL FUNCTIONS Constant-On (1 Level)  
Body dial for intermittent, constant, and lock out 

LIGHT TYPE Primary LED (White) 
BODY CONSTRUCTION TAluminumT 

BATTERY TYPE (2) Lithium CR-123 

CHARACTERISTICS Foam vinyl gripT 
TTail Cap Switch: Press for momentary-on 

FLASHLIGHT TYPE Hand Held 
NATIONAL STOCK NUMBER (NSN) 6230-01-556-0366 

 
 
Requisition Information: 
 
Units may order ASP Triad LED and/or replacement parts by submitting funded MILSTRIP requisitions 
through normal supply channels to the DSCP General and Industrial (SMS) or DSCP Prime Vendor Contract. 
 
 
All NSN's can be ordered via E-Mall.  Customers can go into the E-Mall 
link HUhttps://emall.prod.dodonline.netUH or call the central Call Center at 1-877-352-2255, option 3, then 3 
again.  The customer can speak to a person by using options 3, then 1 (instead of the second 3).  Both 
options are available to take orders 24 hours a day.  Registration is required for the web, but it is easy and 
available on-line (Customer Service/ Account/Create New Account) on the lower left hand side of the home 
page. 
 
 
 

 

 
This product meets the manufacturing and performance testing requirements as authorized by 
the Product Manager - Clothing and Individual Equipment. This authorization does not 
constitute an endorsement by the U.S. Army. 
 

 

 


